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ELBOW Al

90° Female, Equal

v Follow plus tolerances of BIS.

v Hot galvanised with thick uniform zinc coating.
v Accurate threading & perfectly angled to 90°

v Superior grade malleability to ensure crack

2 free installation.
All dimensions are in mm

NOMINAL  SPECIFIED OBSERVED  SPECIFIED WALL OBSERVED WALL
SIZE in INCHES DIMENSIONS & DIMENSIONS THICKNESS THICKNESS
TOLERANCE (a) (a) & TOLERANCE
1/4 21 =*=1.5 22.5 2.5 -0.5 4.0
3/8 25 =*=1.5 26.5 25 -05 3.2
1/2 28 =*=1.5 29.0 2.5 -0.5 4.0
3/4 33 2.0 34.5 3.0 -0.7 4.0
- |- 1 38 *=2.0 39.5 3.0 -0.7 4.0
T 1Y 45 2.0 457 3.5 -0.7 4.0
12 50 =*=2.0 50.7 3.5 -0.7 4.0
w 2 58 x2.5 59.0 4.0 -0.7 5.0
2% 69 =25 69.3 45 -1.0 5.5
3 78 =3.0 79.5 50 -1.0 5.5
4 96 =3.0 96.7 6.0 -1.0 7.0
5 115 =3.5 117.0 6.5 -1.0 8.0
6 131 =3.5 131.0 7.5 -1.0 8.0

TEE B1

|
®
v Follow plus tolerances of BIS.
v Hot galvanised with thick uniform zinc coating.

v Accurate threading & perfectly angled to 90°

90° Female, Equal

v Superior grade malleability to ensure crack

free installation.
All dimensions are in mm

NOMINAL SPECIFIED OBSERVED SPECIFIED WALL  OBSERVED WALL
SIZE in INCHES DIMENSIONS & DIMENSIONS THICKNESS THICKNESS

TOLERANCE (a) (a) & TOLERANCE

1/4 21 *1.5 22.3 2.5 -0.5 3.5

3/8 25 =1.5 25.4 2.5 -0.5 3.0

1/2 28 =*=1.5 29.0 2.5 -05 4.0

3/4 33 *2.0 34.6 3.0 -0.7 4.0

1 38 +2.0 39.2 3.0 -0.7 3.5

14 45 +2.0 455 3.5 -0.7 3.5

1% 50 =2.0 51.3 3.5 -0.7 4.2

2 58 *2.5 58.0 4.0 -0.7 4.5

! 2% 69 =25 69.0 45 -1.0 5.0

a : 3 78 =£3.0 78.0 5.0 -1.0 5.0
A 4 96 =*=3.0 96.5 6.0 -1.0 6.0

i A 5 115 +=3.5 115.5 65 -1.0 8.0
6 131 =3.5 131.5 75 -1.0 8.0

E-mail :info@nationalpipes.com, nationalpipekolkata@yahoo.com, visit us : www.nationalpipes.com 1of 10.



National Pipe & Sanitary Stores,3,Jadu Nath Dey Road,Kolkata:700012,Ph:+91-9830995399,

SOCKET M2

180° Female, Equal, Ribbed

vt v Follow plus tolerances of BIS.

v Hot galvanised with thick uniform zinc coating.
v Accurate threading & perfectly angled to 180°

Sl v Superior grade malleability to ensure crack

free installation.
All dimensions are in mm

o NOMINAL SPECIFIED OBSERVED SPECIFIED WALL OBSERVED WALL
SIZE in INCHES DIMENSIONS & DIMENSIONS THICKNESS THICKNESS
TOLERANCE (a) (a) & TOLERANCE

1/4 27 =*1.5 28.5 25 -05 3.0
; 3/8 30 *=1.5 31.0 25 -0.5 3.0
; 1/2 36 =2.0 36.5 25 -0.5 3.8
i 3/4 39 2.0 39.5 3.0 -07 3.9
! 1 45 +2.0 46.0 3.0 -07 3.9
; 14 50 =*2.0 50.5 3.5 -0.7 4.2
: = 1% 55 =*2.5 56.0 35 -0.7 4.0
i 2 65 =25 66.0 4.0 -0.7 4.0
i 2% 71 =25 72.4 45 -1.0 4.5
; 3 78 3.0 80.0 50 -1.0 6.0
- 4 94 3.0 95.5 6.0 -1.0 6.0
; 5 109 =+3.5 110.5 65 -1.0 8.0
6 120 3.5 120.0 7.5 -1.0 8.0

|
®
v Follow plus tolerances of BIS.

v Hot galvanised with thick uniform zinc coating.

v Accurate threading & perfectly angled to 180°

180° Female, Equal

v Superior grade malleability to ensure crack
free installation.
All dimensions are in mm

NOMINAL SPECIFIED OBSERVED SPECIFIED WALL  OBSERVED WALL
SIZE in INCHES DIMENSIONS & DIMENSIONS THICKNESS THICKNESS

TOLERANCE (a) (@) & TOLERANCE
1/4 42 *2.0  42.0 25 -0.5 3.0
. 3/8 45 *2.0  45.0 25 -05 3.0
i i 1/2 48 *2.0 485 25 -0.5 3.0
! 3/4 52 *2.5 53.0 3.0 -07 3.2
‘ ! 1 58 *2.5 59.0 30 -07 4.0
: 1V 65 *2.5 66.0 35 -0.7 4.0
a i 1% 70 *25 70.5 35 -0.7 4.0
! 2 78 3.0 78.0 4.0 -0.7 4.2
: 25 85 *3.0 855 45 -1.0 6.0
: 3 95 3.0 97.0 50 -1.0 6.0
; 4 110 #3.5 1105 6.0 -1.0 6.0
v . 5 135 *3.5 1350 6.5 -1.0 7.5
6 150 *3.5 1500 7.5 -1.0 8.0
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All dimensions are in mm
NOMINAL  SPECIFIED DIMENSIONS OBSERVED SPECIFIED WALL ~ OBSERVED WALL

SIZE/INCHES & TOLERANCE DIMENSIONS THICKNESS THICKNESS
(a) (b) (a) (b) & TOLERANCE
¢ Follow plus folerances of BS. 3/8x1/4 23 +15 00 OO0 230 232 25 -05 2.9
v Hot galvanised with thick uniform zinc coating.  1/2x1/4 251 252 25 -05 3.0
v Accurate threading & perfectly angled to 90° ;Zi?jg :2#,8 z:g gg ggg 2(7)2 g?g ;233 8? 3(5)
v Superior grade malleability to ensure crack 1x1/2 32 #20 U0 OO0 3271 350 3.0 -0.7 4.0
. . 1x3/4 35 +20 U OO0 355 375 3.0 -07 4.0
free installafion. /2 34 +20 0 OO0 340 400 35 -07 35
1x3/4 36 +20 B0 0I0 360 415 35 .07 4.0
11 40 20 33 B0 400 430 35 -07 4.0
1Vx1/2 36 +2.0 gg ggg 362 420 35 -07 4.0
1/x3/4 38 £20 o5 oo 397 42.3 gg -g.; 4.5
1%x1 42 %20 420 46.0 5 -0 4.5
1x1% 46 *2.0 gg ggg 46.4 482 35 -07 45
T 2x1/2 38 %20 [ gy 385 498 4.0 -0.7 4.0
2x3/4 40 20 o oog 406 514 40 -0.7 4.0
a 2x1 44 +20 o oo 44.0 52.1 4.0 -0.7 5.0
X1V 48 20 0 oo 490 555 4.0 -0.7 5.0
l 2x1%s 52 #25 00 ooo 530 555 40 -07 5.5
214x1/2 41 #20 00 OO0 418 57.0 45 -1.0 6.0
214x3/4 44 20 00 000 440 59.0 45 -1.0 6.0
2%x1 47 +20 00 OO0 479 602 45 -1.0 6.2
2%x1Ve 52 +25 00 OO0 525 620 45 -1.0 6.0
2x1% 55 +25 00 OO0 554 630 45 -1.0 6.0
2%x2 61 +25 U OO 611 660 45 -1.0 5.1
3% 45 +2,0 U0 OO0 462 640 50 -1.0 5.5
3% 47 +20 B0 UI0 470 661 50 -1.0 5.5
3x1 51 +#25 WO 5109 472 50 -1.0 6.0
3x1v% 55 +25 B2 B0 550 700 50 -1.0 6.0
1% 57 25 gg ggg 570 720 50 -1.0 6.0
32 63 £25 o oo 647 743 50 -10 6.0
32% T 225 nqgg 718 (764 50 1.0 6.5
4% 50 %20 o ;505 785 60 -1.0 6.5
4x1 58 +2.5 0 0Ooo 58.0 83.2 6.0 -1.0 6.0
41V 62 +25 oo oo 620 830 60 -1.0 6.0
41 64 25 o oo 647 855 60 -1.0 6.5
4x2 68 *25 m ooo 70.0 86.0 6.0 -1.0 6.0
42 76 +3.0 767 900 6.0 -1.0 6.0
43 85 3.0 850 930 6.0 -1.0 6.0
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REDUCING
TEE B1

®
90° Female, Reducing
All dimensions are in mm
NOMINAL SPECEl_FgLIglla\ENSIONS OBSERVED SPECIFIED WALL  OBSERVED WALL

NCE DIMENSIONS THICKNESS &
SIZE/INCHES (@) (b) (a) (b) TOLERANCE THICKNESS

3/8x1/4x3/8 23 +15 23 %15 235 235 25 -05 3.0

1/2x1/4x1/2 24 +15 24 %15 255 243 25 -05 3.5

1/2x3/8x1/2 26 *15 26 +1.5 27.4 27.6 25 -05 3.1

— 3/4x1/2x3/4 30 15 31 2.0 31.0 31.9 30 -07 4.0

I 1xVax1 28 15 31 =20 285 315 3.0 -07 4.0

1x3/8x1 30 £15 32 20 305 325 3.0 -07 4.0

1xax1 32 20 34 =#2.0 33.0 345 3.0 -07 4.0

1x¥ix1 35 +20 36 2.0 350 365 3.0 -07 3.7

1ax1/2x1% 34 2.0 38 2.0 349 404 35 -07 4.0

¢ Follow plus tolerances of BIS Vod/d1V 36 20 41 %20 37.0 420 35 -0.7 3.7
v Hot galvanised with thick uniform zinc coating. ~ 1VexIx1% 40 +2.0 42 +2.0 41.5 43.5 35 -07 4.5
1%x1/2x1%2 36 2.0 42 2.0 36.7 43.3 35 -07 4.5

v Accurate threading & perfectly angled 10 90°  1%x3/4x1%2 38 2.0 44 *20 39.2 45.0 35 -07 4.0
. o 1Yax1x1'% 42 +2.0 46 =20 425 456 35 -07 4.0

v Superior grade malleability to ensure crack x1VxlVa 46 2.0 48 20 46.7 48.0 35 .07 3.9
ree installation 2x1/2x2 38 *2.0 48 2.0 39.0 50.0 40 -0.7 5.0
' 2x3/4x2 40 2.0 50 2.0 41.3 52.0 40 -0.7 4.0

2x1x2 44 £20 52 =25 45.0 525 40 -0.7 4.5

2x1Vax2 48 2.0 54 25 49.1 55.2 40 -0.7 4.5

2x1x2 52 £25 55 %25 52.6 57.0 40 -0.7 4.3

+—b—>, 2Vx1/2x2%, 41 +2.0 57 2.5 41.6 58.5 45 -1.0 5.0

: 2%x3/4x2', 44 £2.0 59 =25 453 60.3 45 -1.0 5.0

i 2'2x1x2" 47 £2.0 60 25 485 61.5 45 -1.0 5.0

T i 2%x1Yx2% 52 25 62 +2.5 53.7 63.7 45 -1.0 5.0
© i 212, 55 25 63 25 55.6 65.0 45 -1.0 4.8

\ i 2'/2x2x2" 61 25 66 25 61.5 67.1 45 -1.0 4.7

l I 3xVax3 45 2.0 64 =25 45.0 65.6 50 -1.0 5.5
T I 3x¥ax3 47 £2.0 66 25 47.8 67.0 50 -1.0 5.5.
T i 3x1x3 51 +25 67 *25 52.0 690 50 -1.0 5.0

! 3x1Vax3 55 %25 70 %25 56.0 70.0 50 -1.0 5.0

© = 3x17ax3 58 £25 71 %25 595 71.2 50 -1.0 5.0

l ! 3x2x3 64 £25 73 =25 64.4 732 50 -1.0 52
; - 3x2Vax3 72 £25 76 3.0 732 773 50 -1.0 5.2

— : AxVax4 50 +2.0 78 3.0 515 78.0 6.0 -1.0 6.0
Ax¥ixd 56 +25 80 3.0 56.0 80.0 6.0 -1.0 7.0

4x1x4 58 £25 81 3.0 58.0 82.9 60 -1.0 6.6

Ax1Vax4 58 +25 82 3.0 60.5 84.0 6.0 -1.0 6.5

4x1'x4 64 £25 85 =£3.0 655 875 6.0 -1.0 .6.5

4x2x4 70 +25 86 3.0 70.3 875 60 -1.0 6.5

4x2ax4 76 =30 90 =3.0 76.7 90.0 6.0 -1.0 6.5

4x3x4 84 £30 92 =£3.0 86.0 93.5 6.0 -1.0 6.5

5x1x5 61.0 95.0 65 -1.0 6.8

5x1Vax5 65.0 97.0 65 -1.0 7.0

5x1"x5 68.0 99.0 65 -1.0 6.8

5x2x5 74.0 100.0 65 -1.0 6.8

5x2Vax5 81.0 104.0 65 -1.0 7.0

5x3x5 89.0 107.0 65 -1.0 7.0

5x4x5 103.0 110.0 65 -1.0 7.0

6x1x6 62.0 108.0 75 -1.0 7.8

6x1Yix6 68.0 112.0 75 -1.0 7.8

6x1"2x6 71.0 114.0 7.5 -1.0 8.0

6x2x6 77.0 115.0 75 -1.0 8.0

6x2'2x6 85.0 118.0 75 -1.0 7.8

6x3x6 91.0 119.0 7.5 10 8.0

6x4x6 105.0 125.0 75 -1.0 8.0

6x5x6 118.0 130.0 75 -1.0 8.0
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